
Pipette Calibration Balances

YCP05SP01
Suction Pump

– Powerful

– Robust

Device

Power supply Only with Sartorius power  
supply module: 6971760

Input voltage VDC 15.0 ± 5%

Power consumption,  
average [W]

2

Media to be pumped,  
volume to be pumped  
Medium to be pumped 

Ultrapure water

Volume to be pumped,  
max. ml/h 

250

Dimensions Device (L × W × H) 
[mm] 

150 × 55 × 70

Hoses (L) [mm] 600.0

Weight Device [g] 900.0

Hoses [g] 10.0

Power Supply

Type Sartorius power supply module 
6971790 with replaceable 
country-specific power plug 
adapters

Power supply,  
primary

Voltage V: 100 – 240 ± 10%
Current A: 0.2
Frequency Hz: 50 – 60

Power supply,  
secondary 

15 Vdc, +/- 5%, 530 mA (max.) |  
8 W (max.): 0 bis 40°C and  
15 Vdc, +/- 5%, 330 mA (max.) |  
5 W (max.): 0 bis +50 °C 

Installation site above sea level  
max. [m]

3000

Protection class  
according to EN/IEC 60950-1 

II

Protection class  
according to EN/IEC 60529 

IP40

Dimensions (L × W × H) [mm] 100 × 60 × 50

Weight [g] 90.0

Advantages
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