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Product Guide

iQue® Enhanced Flush Cartridge
For use in iQue®3

Product Information
iQue® Enhanced Flush Cartridge is a mildly basic 
solution used to clean and flush the probe and tubing.

List of Available Products

Product Name Cat. No. Format

iQue® Enhanced Flush Cartridge 97006 1 Pack

iQue® Enhanced Flush Cartridge 97007 4 Pack

iQue® Enhanced Flush Cartridge 97008 8 Pack

Table 1. List of Available Products

Volume
37 mL, sufficient to run >100 384-well plates.
Run time is dependent on protocol.

Storage
Store at room temperature.

Notes
Enhanced Flush Cartridges are only compatible on 
iQue®3 platforms running iQue Forecyt® versions 7.1 or 
higher. Cartridge expires 30 days after opening.
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Sales and Service Contacts
For further contacts, visit 
www.sartorius.com
Sartorius BioAnalytical Instruments, Inc.

www.sartorius.com/ique
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Procedure

1.  Installing Cartridge on iQue®3 Platform
1.1 DO NOT shake the cartridge. Open the blue seal 

before installing the cartridge in the station.  
1.2 Open the seal by pulling up on the blue tab.  

Do not use a tool. 
1.3 Install the cartridge in the appropriate color-

coded slot.

2. Uninstalling and Storing Cartridges
2.1 Remove the cartridge from the enhanced rinse 

station. 
2.2 Close the cartridge after removing it from the 

station by pressing the seal closed.  Store at room 
temperature.


